inoled

TEKNIK VERI DOSYASI

100W LED YUKSEK TAVAN ARMATUR

5232

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Govde Materyali : ADC12 Aliminyum

Difuzér Materyali : Opal Polikarbon

Uriin Rengi : RAL 9005

Darbe Dayanimi . IKO8

IP Seviyesi . 1P65

Calisma Sicaklig . -20°C ~ +45°C

LED Omri : 50.000 saat - L70 @ Ta= 40°C
Urtin Omrd : 50.000 saat

Dim Ozelligi : Dim Edilemez

Montaj Tipi . Siva Ustii Montaj

Elektriksel Ozellikler

Gug : 100 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 12000 Im
Aydinlatma Verimi : 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist 0 90°

Isik Kaynagi : Mid Power LED
Renk Sicaklig . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore glic ve isik akisi degerleri icin £10% tolerans mevcuttur.



TEKNIK VERI DOSYASI

-/+180
-150 150
1m |4181-7143Ix 1.6m
-120 120 om [1554 - 2654ix LA 2:62m
3m | 691-1180I / \ 3.93m
4m - 664Ix 5.24m
-90 , 90
ANN 5m 6.55m
6m 7.86m
-60 60 7m 9.17m
8m 10.48m
-30 30
0 9m - 1311 11.79m
— C0/180,66.4
— C60/240,67.0
C90/270,68.4 UNIT:cd Height  Eavg - Emax Diameter
Isik Siddeti Dagiim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a b C Agirlik
5 4 el > YR
147,5mm 87,6mm 452mm 1850g
c
Aski Aparati Kablo Uzunlugu
S
= —
£ )
45mm 500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5232 1 1 205 x 507 x 1500 2.18
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)
5232-01 6500 12000
5232-02 3000 11800

5232-03 4000 12000



inoled

TEKNIK VERI DOSYASI

150W LED YUKSEK TAVAN ARMATUR

5234

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Govde Materyali : ADC12 Aliminyum

Difuzér Materyali : Opal Polikarbon

Uriin Rengi : RAL 9005

Darbe Dayanimi . IKO8

IP Seviyesi . 1P65

Calisma Sicaklig . -20°C ~ +45°C

LED Omri : 50.000 saat - L70 @ Ta= 40°C
Urtin Omrd : 50.000 saat

Dim Ozelligi : Dim Edilemez

Montaj Tipi . Siva Ustii Montaj

Elektriksel Ozellikler

Guc ;150 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 18000 Im
Aydinlatma Verimi : 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agisi 0 90°

Isik Kaynagi : Mid Power LED
Renk Sicaklig . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore glic ve isik akisi degerleri icin £10% tolerans mevcuttur.



TEKNIK VERI DOSYASI

-/+180
-150 150
1m |3121-3653Ix 2.2m
-120 120 om | 954 - 1695ix LA 241m
3m | 609- 728l / \ 6.43m
4m | 217- 516Ix 8.94m
-90 , 90
ANN 5m 10.73m
6m 12.36m
60 60 7m 15.51Tm
8m 18.12m
-30 30
0 9m | 52- 104k 20.09m
— C0/180,66.4
—C30/210,66.6 10m 36- 91lx 24.25m
— C60/240,67.0
C90/270,68.4 UNIT:cd Height  Eavg - Emax Diameter
Isik Siddeti Dagiim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a c Agirlik
147,5mm 87,6mm 908mm 30509
c
Aski Aparati Kablo Uzunlugu
S
& —
£ )
45mm 500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5234 1 1 205 x 955 x 1500 4.02

Renk Sicaklik Opsiyonlari

Uriin Kodu Renk Sicakligi
(Kelvin)
5234-01 6500
5234-02 3000
5234-03 4000

Isik Akisi
(Im)

18000
17500
18000



inoled

TEKNIK VERI DOSYASI

200W LED YUKSEK TAVAN ARMATUR

5236

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Govde Materyali : ADC12 Aliminyum

Difuzér Materyali : Opal Polikarbon

Uriin Rengi : RAL 9005

Darbe Dayanimi . IKO8

IP Seviyesi . 1P65

Calisma Sicaklig . -20°C ~ +45°C

LED Omri : 50.000 saat - L70 @ Ta= 40°C
Urtin Omrd : 50.000 saat

Dim Ozelligi : Dim Edilemez

Montaj Tipi . Siva Ustii Montaj

Elektriksel Ozellikler

Guc : 200W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 24000 Im
Aydinlatma Verimi : 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agisi 0 90°

Isik Kaynagi : Mid Power LED
Renk Sicaklig . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore glic ve isik akisi degerleri icin £10% tolerans mevcuttur.



TEKNIK VERI DOSYASI

-/+180
-150 150
1m |2164 - 75111 3.1m
120 120 om | 541-1878/x LA 6.2m
3m | 204- 834Ix / \ 9.3m
4m | 135- 469Ix 12.4m
5m 15.58m
6m 18.6m
7m 21.7m
8m 24.8m
9m 26-  93Ix 27.91m
— C0/180,114.4
— C60/240,123.4
C90/270,125.4 UNIT:cd Height  Eavg - Emax Diameter
Isik Siddeti Dagiim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a b C Agirlik
5 4 el > YR
147,5mm 87,6mm 908mm 34809
c
Aski Aparati Kablo Uzunlugu
S
& —
- I
45mm 500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5236 1 1 205 x 955 x 1500 4.34
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)
5236-01 6500 24000
5236-02 3000 23500

5236-03 4000 24000



TEKNIK VERI DOSYASI

inoledm

90W LED YUKSEK TAVAN ARMATUR

5252

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

OSRAM

Driver )
Industry Series

Goévde Materyali
Diftzor Materyali
Uriin Rengi
Darbe Dayanimi
IP Seviyesi
Calisma Sicakhgi
LED Omru

Urtin Omrii

Dim Ozelligi
Montaj Tipi

Elektriksel Ozellikler

. Elektrostatik Toz Boya Kaplamali DKP Sac
. Istya Dayanikli Temperli Cam

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 saat - L70 @ Ta= 40°C
: 50.000 saat

: Dim Edilemez

: Siva Ustu Montaj

Gug ©90W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 10800 Im
Aydinlatma Verimi © 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist o 120°

Istk Kaynagi : Mid Power LED
Renk Sicakligi . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore gtic ve isik akisi degerleri icin £10% tolerans mevcuttur.

tds_5252 tr v.01
Revizyon Tarihi : 14.11.2023

Sayfa 1/2



TEKNIK VERI DOSYASI

— C0/180
— C90/ 270 UNIT:cd

Isik Siddeti Dagiim Egrisi (Polar)

Boyutlar & Agirlik

a b C Agirlik
5 4 el > YR
150mm  70mm  1200mm 45209
c a
Kablo Uzunlugu
500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5252 1 1 160 x 85 x 1280 4.68
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)
5252-01 6500 10800
5252-02 3000 10600

5252-03 4000 10800




TEKNIK VERI DOSYASI

inoledm

120W LED YUKSEK TAVAN ARMATUR

5253

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

OSRAM

Driver )
Industry Series

Goévde Materyali
Diftzor Materyali
Uriin Rengi
Darbe Dayanimi
IP Seviyesi
Calisma Sicakhgi
LED Omru

Urtin Omrii

Dim Ozelligi
Montaj Tipi

Elektriksel Ozellikler

. Elektrostatik Toz Boya Kaplamali DKP Sac
. Istya Dayanikli Temperli Cam

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 saat - L70 @ Ta= 40°C
: 50.000 saat

: Dim Edilemez

: Siva Ustu Montaj

Gug 120w
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 14400 Im
Aydinlatma Verimi © 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist o 120°

Istk Kaynagi : Mid Power LED
Renk Sicakligi . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore gtic ve isik akisi degerleri icin £10% tolerans mevcuttur.

tds_5253 tr v.01
Revizyon Tarihi : 14.11.2023

Sayfa 1/2



TEKNIK VERI DOSYASI

— C0/180
— C90/ 270 UNIT:cd

Isik Siddeti Dagiim Egrisi (Polar)

Boyutlar & Agirlik

a b C Agirlik
5 4 el > YR
150mm  70mm  1200mm 46609
c a
Kablo Uzunlugu
500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5253 1 1 160 x 85 x 1280 4.85
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)
5253-01 6500 14400
5253-02 3000 14100

5253-03 4000 14400




TEKNIK VERI DOSYASI

inoledm

160W LED YUKSEK TAVAN ARMATUR

5254

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

OSRAM

Driver )
Industry Series

Goévde Materyali
Diftzor Materyali
Uriin Rengi
Darbe Dayanimi
IP Seviyesi
Calisma Sicakhgi
LED Omru

Urtin Omrii

Dim Ozelligi
Montaj Tipi

Elektriksel Ozellikler

. Elektrostatik Toz Boya Kaplamali DKP Sac
. Istya Dayanikli Temperli Cam

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 saat - L70 @ Ta= 40°C
: 50.000 saat

: Dim Edilemez

: Siva Ustu Montaj

Gug c 160 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 19200 Im
Aydinlatma Verimi © 120 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist o 120°

Istk Kaynagi : Mid Power LED
Renk Sicakligi . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore gtic ve isik akisi degerleri icin £10% tolerans mevcuttur.

tds_5254 tr v.01
Revizyon Tarihi : 14.11.2023

Sayfa 1/2



TEKNIK VERI DOSYASI

— C0/180
— C90/ 270 UNIT:cd

Isik Siddeti Dagiim Egrisi (Polar)

Boyutlar & Agirlik

a b C Agirlik
5 4 el >
210mm  70mm  1200mm 48409
c a
Kablo Uzunlugu
500mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
5254 1 1 225x 85x 1280 5.1
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)
5254-01 6500 19200
5254-02 3000 18800

5254-03 4000 19200




TEKNIK VERI DOSYASI

ALGON

100W LED YUKSEK TAVAN ARMATUR

7512

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Goévde Materyali
Diftzor Materyali
Uriin Rengi
Darbe Dayanimi
IP Seviyesi
Calisma Sicakhgi
LED Omru

Urtin Omrii

Dim Ozelligi
Montaj Tipi

Elektriksel Ozellikler

: ADC12 Aluminyum
: Opal Polikarbon

: RAL 9005

: IKO6

. IP65

-20°C ~ +40°C

: 30.000 saat - L70 @ Ta= 40°C
: 30.000 saat

: Dim Edilemez

. Siva Ustl Montaj

Gug 100 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 14000 Im
Aydinlatma Verimi - 140 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist 0 90°

Istk Kaynagi : Mid Power LED
Renk Sicakligi . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore gtic ve isik akisi degerleri icin £10% tolerans mevcuttur.

tds_7512_tr v.01
Revizyon Tarihi : 14.11.2023

inoledm



TEKNIK VERI DOSYASI

-/+180
150 150 1m [1116 - 3415Ix 3.39m
om | 415-1269/ LA 5.56m
120 120 3m | 184- 564k / \ 8.34m
4m | 104- 317K 11.12m
2 5m 13.89m
N 6m 16.67m
m 19.45m
60 8m 22.23m
9m 20- 63Ix 25m
30
__C0/180 0 10m 17- 51Ix 27.78m
— C30/210
— (C60/240 Height  Eavg - Emax Diameter
€90/270 UNIT:cd
Isik Siddeti Dagilim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a b Agirlik
320mm  30mm 16679
%, Aski Aparat Kablo Uzunlugu
£ —
a 3 .
35mm 270mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)

7512 1 1

Renk Sicaklik Opsiyonlari

Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)

7512-01 6500 14000



inoled

TEKNIK VERI DOSYASI

150W LED YUKSEK TAVAN ARMATUR

7514

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Govde Materyali : ADC12 Aliminyum

Difuzér Materyali : Opal Polikarbon

Uriin Rengi : RAL 9005

Darbe Dayanimi . IKO6

IP Seviyesi . 1P65

Calisma Sicaklig . -20°C ~ +40°C

LED Omri . 30.000 saat - L70 @ Ta= 40°C
Urtin Omrd : 30.000 saat

Dim Ozelligi : Dim Edilemez

Montaj Tipi . Siva Ustii Montaj

Elektriksel Ozellikler

Gug ;150 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 21000 Im
Aydinlatma Verimi 140 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist 0 90°

Isik Kaynagi : Mid Power LED
Renk Sicaklig . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore glic ve isik akisi degerleri icin £10% tolerans mevcuttur.



TEKNIK VERI DOSYASI

-/+180
-150 150 1m |1594 - 5076Ix 3.51Tm
om | 593 - 18861 LA 5.76m
120 120 3m | 263- 838l / \ 8.64m
4m | 148- 472Ix 11.51Tm
5m 14.39m
6m 17.27m
m 20.15m
8m 23.03m
9Im 29-  93Ix 25.93m
—_C0/180 10m 24 - 75Ix 28.78m
—C30/210
— C60/240 Height Eavg - Emax Diameter
€90/270 UNIT:cd
Isik Siddeti Dagilim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a b _Agirik
320mm  30mm 17329
Aski Aparati Kablo Uzunlugu
| ( ) £
= p—
a 3 .
35mm 270mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
7514 1 1
Renk Sicaklik Opsiyonlan
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)

7514-01 6500 21000



inoled

TEKNIK VERI DOSYASI

200W LED YUKSEK TAVAN ARMATUR

7516

Kullanim Alanlari

- Hangarlar
- Endustriyel Alanlar
- Depolar

Genel Ozellikler

Govde Materyali : ADC12 Aliminyum

Difuzér Materyali : Opal Polikarbon

Uriin Rengi : RAL 9005

Darbe Dayanimi . IKO6

IP Seviyesi . 1P65

Calisma Sicaklig . -20°C ~ +40°C

LED Omri . 30.000 saat - L70 @ Ta= 40°C
Urtin Omrd : 30.000 saat

Dim Ozelligi : Dim Edilemez

Montaj Tipi . Siva Ustii Montaj

Elektriksel Ozellikler

Gug . 200 W
Calisma Gerilimi . 220-240V AC
Galisma Frekansi : 50/60 Hz
Gug Faktord : =0,95
Koruma Sinffi i

Optik Ozellikler

Isik Akisi : 28000 Im
Aydinlatma Verimi 140 Im/W
Renksel Geriverim Endeksi CRI . =80

Isik Agist 0 90°

Isik Kaynagi : Mid Power LED
Renk Sicaklig . 6500K
Fotobiyolojik Risk Grubu - RG1

EU 201972015 Enerji verimliligi direktifine gore glic ve isik akisi degerleri icin £10% tolerans mevcuttur.




TEKNIK VERI DOSYASI

-/+180
-150 150 1m |2054 - 6674Ix 3.55m
om | 763 - 2480i LA 5.82m
120 120 3m | 339-1102 / \ 8.73m
4m | 191- 620K 11.65m
5m | 122- 397Ix 14.56m
6m 17.47m
7m 20.38m
8m 23.3m
om | 38- 123K 26.1m
_ CoM8o 10m | 31- 99Ix 29.12m
—C30/210
— C60/240 Height ~ Eavg - Emax Diameter
€90/270 UNIT:cd
Isik Siddeti Dagiim Egrisi (Polar) Isik Siddeti Dagilim Egrisi (Koni)
Boyutlar & Agirlik
a b _Agirik
320mm  30mm 2148g
Aski Aparati Kablo Uzunlugu
| ‘ ) £
= p—
a 3 .
35mm 270mm
Paketleme Verisi
Uriin Kodu Kutu igi Miktar Koli igi Miktar Koli Boyutlari (en x boy x yUkseklik) Koli Agirhigi
(adet) (adet) (mm) (kg)
7516 1 1
Renk Sicaklik Opsiyonlari
Uriin Kodu Renk Sicaklig Isik Akisl
(Kelvin) (Im)

7512-01 6500 28000



inoled

PRODUCT DATASHEET

100W LED HIGHBAY LUMINAIRE
5232

Areas of Usage

- Indsutrial Facilities
- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum

Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO8

IP Rating . 1P65

Operating Temperature . -20°C ~ +40°C

LED Lifespan : 50.000 h - L70 @ Ta= 40°C
Product Lifespan : 50.000 h

Dimmability . Non-Dimmable

Mounting Type . Surface Installation

Electrical Features

Power . 100 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09

Protection Class o

Optical Features

Luminous Flux : 12000 Im
Luminous Efficacy : 120 Im/W
Color Rendering Index CRI © >80

Beam Angle . 90°

Light Source : Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values



-/+180
-150 150
-120 120

-90 ( 90

60 60

-30 30
0

— C0/180,66.4
— C30/210,66.6
— C60/240,67.0

C€90/270,68.4 UNIT:cd

Light Distribution Curve (Polar)

Dimension & Weight

Suspension Set

50mm

45mm

Packaging Data

Product Code Units per Box Units per Carton
(pcs) (pcs)
5232 1 1

Color Temperature Options

Product Code Color Temperature
(Kelvin)
5232-01 6500
5232-02 3000
5232-03 4000

PRODUCT DATASHEET

1m [4181-7143Ix 1.6m
2m | 1554 - 2654Ix 2.62m
3m | 691 -1180Ix 3.93m
4m | 388- 664Ix 5.24m
5m 6.55m
6m 7.86m
7m 9.17m
8m 10.48m
9Im 77- 131Ix 11.79m
10m 62 - 106Ix 13.10m
Height Eavg - Emax Diameter

Light Distribution Curve (Cone)

a b c

147,5mm 87,6mm 452mm

Cable Length

500mm

Dimesions (width x length x height)
(mm)

205 x 507 x 1500

Luminous Flux
(Im)

12000
11800
12000

Weight
18509

Weight
(k)

218



inoled

PRODUCT DATASHEET

150W LED HIGHBAY LUMINAIRE

5234

Areas of Usage
- Indsutrial Facilities

- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum
Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO8

IP Rating . 1P65

Operating Temperature -20°C ~ +40°C

LED Lifespan
Product Lifespan
Dimmability
Mounting Type

Electrical Features

: 50.000 h - L70 @ Ta= 40°C
: 50.000 h

. Non-Dimmable

. Surface Installation

Power ;150 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 18000 Im
Luminous Efficacy : 120 Im/W
Color Rendering Index CRI © =80

Beam Angle 0 90°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values



PRODUCT DATASHEET

-/+180
-150 150
1m [3121-3653Ix 2.2m
om | 954 -1695Ix LA 2.41m
-120 120
3m | 609- 728Ix / \ 6.43m
4m | 217- 516k 8.94m
-90 90
/N 5m 10.73m
6m 12.36m
7m 15.51Tm
60 60
8m 18.12m
-30 30 9m | 52- 104k 20.09m
0
— C0/180,66.4 10m | 36- 91l 24.25m
— (C30/210,66.6
— C60/240,67.0 Height Eavg - Emax Diameter
C90/270,68.4 UNIT:cd
Light Distribution Curve (Polar) Light Distribution Curve (Cone)
Dimension & Weight
a b c Weight
b 147,5mm 87,6mm 908mm 30509
c
Suspension Set Kablo Uzunlugu
I
= —
= )
45mm 500mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pes) (pcs) (mm) (kg)
5234 1 1 205 x 955 x 1500 218
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)
5234-01 6500 18000
5234-02 3000 17500

5234-03 4000 18000



inoled

PRODUCT DATASHEET

200W LED HIGHBAY LUMINAIRE

5236

Areas of Usage
- Indsutrial Facilities

- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum
Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO8

IP Rating . 1P65

Operating Temperature -20°C ~ +40°C

LED Lifespan
Product Lifespan
Dimmability
Mounting Type

Electrical Features

: 50.000 h - L70 @ Ta= 40°C
: 50.000 h

. Non-Dimmable

. Surface Installation

Power : 200W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 24000 Im
Luminous Efficacy : 120 Im/W
Color Rendering Index CRI © =80

Beam Angle 0 90°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values




-/+180
-150 150
-120 120

-90 ( 90

60 60

-30 30
0

— C0/180,66.4
— C30/210,66.6
— C60/240,67.0

C€90/270,68.4 UNIT:cd

Light Distribution Curve (Polar)

Dimension & Weight

Suspension Set

50mm

45mm

Packaging Data

Product Code Units per Box Units per Carton
(pcs) (pcs)
5236 1 1

Color Temperature Options

Product Code Color Temperature
(Kelvin)
5236-01 6500
5236-02 3000
5236-03 4000

PRODUCT DATASHEET

1m [2164 - 75111x 3.1m
2m | 541-1878lx 6.2m
3m | 204 - 834lx 9.3m
4m | 135- 469Ix 12.4m
5m 15.53m
6m 18.6m
7m 21.7m
8m 24.8m
9m 26-  93Ix 27.91m
10m 21- 75 31.1m
Height Eavg - Emax Diameter

Light Distribution Curve (Cone)

a b c

147,5mm 87,6mm 908mm

Kablo Uzunlugu

500mm

Dimesions (width x length x height)
(mm)

205 x 955 x 1500

Luminous Flux
(Im)

18000
17500
18000

Weight
3480g

Weight
(k)

4.34



PRODUCT DATASHEET

inoledm

90W LED HIGHBAY LUMINAIRE

5252

Areas of Usage

- Indsutrial Facilities
- Hangar
- Warehouses

General Features

OSRAM

Driver .
Industry Series

Housing Material
Diffuser Material
Product Color

Impact Resistance

IP Rating

Operating Temperature
LED Lifespan

Product Lifespan
Dimmability

Mounting Type

Electrical Features

. Electrostatic Powder Paint DKP Sheet
: Heat Resistance Tempered Glass

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 h - L70 @ Ta= 40°C
: 50.000 h

. Non-Dimmable

. Surface Installation

Power 90w

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux - 10800 Im
Luminous Efficacy © 120 Im/W
Color Rendering Index CRI © =80

Beam Angle . 120°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values

tds_5252_en_v.01
Revision Date : 08.09.2023
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PRODUCT DATASHEET

-/ +180
-150 150

-120 120

— C0/180
— €90/ 270 UNIT:cd

Light Distribution Curve (Polar)

Dimension & Weight

a b c Weight
b
150mm  70mm  1200mm 45209
c a
Cable Length
500mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pes) (pcs) (mm) (kg)
5252 1 1 160 x 85 x 1280 4.34
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)
5252-01 6500 10800
5252-02 3000 10600

5252-03 4000 10800




PRODUCT DATASHEET

inoledm

120W LED HIGHBAY LUMINAIRE

5253

Areas of Usage

- Indsutrial Facilities
- Hangar
- Warehouses

General Features

OSRAM

Driver .
Industry Series

Housing Material
Diffuser Material
Product Color

Impact Resistance

IP Rating

Operating Temperature
LED Lifespan

Product Lifespan
Dimmability

Mounting Type

Electrical Features

. Electrostatic Powder Paint DKP Sheet
: Heat Resistance Tempered Glass

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 h - L70 @ Ta= 40°C
: 50.000 h

. Non-Dimmable

. Surface Installation

Power 120 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 14400 Im
Luminous Efficacy © 120 Im/W
Color Rendering Index CRI © =80

Beam Angle . 120°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values

tds_5253 _en_v.01
Revision Date : 08.09.2023
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PRODUCT DATASHEET

-/ +180
-150 150

-120 120

— C0/180
— €90/ 270 UNIT:cd

Light Distribution Curve (Polar)

Dimension & Weight

a b c Weight
b
150mm  70mm  1200mm 45209
c a
Cable Length
500mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pes) (pcs) (mm) (kg)
5253 1 1 160 x 85 x 1280 4.34
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)
5253-01 6500 14400
5253-02 3000 14100

5253-03 4000 14400




PRODUCT DATASHEET

inoledm

160W LED HIGHBAY LUMINAIRE

5254

Areas of Usage

- Indsutrial Facilities
- Hangar
- Warehouses

General Features

OSRAM

Driver .
Industry Series

Housing Material
Diffuser Material
Product Color

Impact Resistance

IP Rating

Operating Temperature
LED Lifespan

Product Lifespan
Dimmability

Mounting Type

Electrical Features

. Electrostatic Powder Paint DKP Sheet
: Heat Resistance Tempered Glass

. RAL 9006

: IKO8

. IP65

-20°C ~ +45°C

: 50.000 h - L70 @ Ta= 40°C
: 50.000 h

. Non-Dimmable

. Surface Installation

Power ;160 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 19200 Im
Luminous Efficacy © 120 Im/W
Color Rendering Index CRI © =80

Beam Angle . 120°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values

tds_5254_en_v.01
Revision Date : 08.09.2023

Page 1/2



PRODUCT DATASHEET

-/ +180
-150 150

-120 120

— C0/180
— €90/ 270 UNIT:cd

Light Distribution Curve (Polar)

Dimension & Weight

a b c Weight
b
210mm  70mm  1200mm 48409
c a
Cable Length
500mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pes) (pcs) (mm) (kg)
5254 1 1 225 x 85x 1280 51
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)
5254-01 6500 19200
5254-02 3000 18800

5254-03 4000 19200




inoled

PRODUCT DATASHEET

100W LED HIGHBAY LUMINAIRE

7512

Areas of Usage
- Indsutrial Facilities

- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum
Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO6

IP Rating . 1P65

Operating Temperature -20°C ~ +40°C

LED Lifespan
Product Lifespan
Dimmability
Mounting Type

Electrical Features

: 30.000 h - L70 @ Ta= 40°C
: 30.000 h

. Non-Dimmable

. Surface Installation

Power ;100 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 14000 Im
Luminous Efficacy 140 Im/W
Color Rendering Index CRI © >80

Beam Angle . 90°

Light Source : Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values




PRODUCT DATASHEET

-/+180
150 150 1m 1116 -3415Ix 3.39m
2m | 415-1269ix LA 5.56m
-120 120 3m | 184- 564ix Ej 8.34m
4m | 104- 317K 11.12m
5m 13.89m
6m 16.67m
7m 19.45m
8m 22.23m
9m 20- 63l 25m
—_Co/eo 10m | 17- 51k 27.78m
— C30/210
— C60/240 Height Eavg - Emax Diameter
€90/270 UNIT:cd
Light Distribution Curve (Polar) Light Distribution Curve (Cone)
Dimension & Weight
a b Weight
320mm  30mm 16679
Suspension Set Cable Length
€
= —
a 3 .
35mm 270mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pcs) (pcs) (mm) (kg)
7512 1 1
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)

7512-01 6500 14000
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PRODUCT DATASHEET

150W LED HIGHBAY LUMINAIRE

7514

Areas of Usage
- Indsutrial Facilities

- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum
Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO6

IP Rating . 1P65

Operating Temperature -20°C ~ +40°C

LED Lifespan
Product Lifespan
Dimmability
Mounting Type

Electrical Features

: 30.000 h - L70 @ Ta= 40°C
: 30.000 h

. Non-Dimmable

. Surface Installation

Power ;150 W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 21000 Im
Luminous Efficacy 140 Im/W
Color Rendering Index CRI © >80

Beam Angle . 90°

Light Source : Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values




PRODUCT DATASHEET

-/+180
150 150 1m 1594 - 5076lx 351m
om | 593 -1886ix LA 5.76m
120 120 3m | 263- 838/ / \ 8.64m
4m | 148- 472K 11.51m
5m 14.39m
6m 17.27m
7m 20.15m
8m 23.03m
9m 29- 93l 25.93m
O8O 10m | 24- 75l 28.78m
— C30/210
— C60/240 Height Eavg - Emax Diameter
€90/270 UNIT:cd
Light Distribution Curve (Polar) Light Distribution Curve (Cone)
Dimension & Weight
a b Weight
320mm  30mm 17329
Suspension Set Cable Length
€
= —
a 3 .
35mm 270mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pcs) (pcs) (mm) (kg)
7514 1 1
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)

7514-01 6500 21000
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PRODUCT DATASHEET

200W LED HIGHBAY LUMINAIRE

7516

Areas of Usage
- Indsutrial Facilities

- Hangar
- Warehouses

General Features

Housing Material : ADC12 Aluminum
Diffuser Material . Opal Polycarbonate
Product Color : RAL 9005

Impact Resistance . IKO6

IP Rating . 1P65

Operating Temperature -20°C ~ +40°C

LED Lifespan
Product Lifespan
Dimmability
Mounting Type

Electrical Features

: 30.000 h - L70 @ Ta= 40°C
: 30.000 h

. Non-Dimmable

. Surface Installation

Power : 200W

Input Voltage . 220-240V AC
Input Frequency : 50/60 Hz
Power Factor . =09
Protection Class i

Optical Features

Luminous Flux : 28000 Im
Luminous Efficacy 140 Im/W
Color Rendering Index CRI © =80

Beam Angle 0 90°

Light Source . Mid Power LED
Color Temperature . 6500K
Photobiological Safety Group - RG1

According to EU 2019/2015 Energy efficiency directive, there is a tolerance of *10% for power and luminous flux values




PRODUCT DATASHEET

-/+180

-150 150 2054
m -6674Ix
763

2m -2480Ix 5.82m
-120 120 339 / \

3.55m

3m -1102Ix 8.73m
191

4m - 620Ix
122]
5m
85
6m
62
m
48
8m
38

9Im
31

11.65m

— C0/180
— C30/210 10m - 991 29.12m
— C60/240
C90/270 UNIT:cd Height ~ Eavg - Emax Diameter
Light Distribution Curve (Polar) Light Distribution Curve (Cone)

Dimension & Weight

a b Weight
b el -~ IAAES A
320mm  30mm 21489
Aski Aparati Cable Length
S
. § . —
35mm 270mm
Packaging Data
Product Code Units per Box Units per Carton Dimesions (width x length x height) Weight
(pcs) (pcs) (mm) (kg)
7516 1 1
Color Temperature Options
Product Code Color Temperature Luminous Flux
(Kelvin) (Im)

7516-01 6500 28000



